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Description

DAYAN MARINE LENJ 50 is a marine diesel engine cylinder oil for crosshead engines running low sulphur
distillate fuels and meets the requirements of marine engines. Designed to protect in extreme
environments, DAYAN MARINE LENJ 50 has an optimum viscosity of 20 cSt at 100°C and low volatility to
ensure lubricant distribution and oil film retention and help protect engine parts.

Features and benefits

- Combats the deposits and scuffing related engine wear associated with low sulphur fuels.

- Excellent thermal and oxidation stability to ensure performance in a variety of engine conditions.

- Formulated with detergent technology required to deliver excellent performance with low-sulphur fuel.

- Detergency system provides strong control of piston groove deposits which is a critical area for distillate fuel
operation

« Excellent filtration capacity.

«Very good acidic neutralisation capabilit.

Application

DAYAN MARINE LENJ 50 oils are unlikely to present any significant health or safety hazard when properly
used in the recommended application, & good standards of industrial and personal hygiene are
maintained. Avoid contact with skin. Use impervious gloves with used oil. After skin contact, wash
immediately with soap and water.

Storage and Handling

All packages should be stored under cover. Where outside storage is unavoidable drums should be laid
horizontally to avoid the possible ingress of water and damage to drum markings. Products should not
be stored above 60°C, exposed to hot sun or freezing conditions.

The DAYAN trademark is registered and protected in Iran.

Technical Data

Test Units Method Marine Lenj 50

SAE Viscosity - - 50
Relative Density at 15°C g/ml ASTM D4052 09
Kinematic Viscosity at 100°C mm?/s ASTM D445 20
Viscosity Index - ASTM D2270 91

Total Base Number mg KOH/g ASTM D2896 15

Flash Point °c ASTM D92 240
Pour Point °c ASTM D5985 12

Note:
1-The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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