DAYAN MARINE OIL 40

High-speed Marine diesel engine oil

DAYAN
Description

DAYAN MARINE OIL 40 is a premium quality high performance engine lubricants designed to meet the
demanding requirements of a wide range of high speed marine diesel engines operating under all
conditions and all equipments need sulphated ash less than 0. 8% .

Features and benefits

« High speed propulsion engines.
« Excellent Oxidation Resistance.

+ Good Anti-Wear Properties.

« Exceptional Engine Cleanliness.
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Application
« Diesel two - stroke engine
« Certain 4-cycle engines

Specification
« APICF

Storage and Handling

DAYAN MARINE OIL 40 is Unlikely to present any significant health or safety hazard when properly used
in the recommended application, and good standard of Industrial and personal hygiene are maintained.
Avoid contact with skin. Use impervious gloves with used oil. After skin contact, wash immediately with
soap and water.

Take used oil to an authorized collection point. Do not discharge into drains, soil or water.

The DAYAN trademark is registered and protected in Iran.

Technical Data

SAE Viscosity - - 40
Relative Density at 15°C g/ml ASTM D4052 0.87
Kinematic Viscosity at 40°C mm?/s ASTM D445 135
Kinematic Viscosity at 100°C mm?/s ASTM D445 14.4
Viscosity Index - ASTM D2270 105
Flash Point c ASTM D92 250
Pour Point c ASTM D5985 .18
Sulphated Ash % wt ASTM D874 max 0.8
Note:

1- The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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