DAYAN MARINE OIL 5040 & 5070 & 50100

Cylinder Lubricant for Low-Speed Crosshead
Diesel Engines

Description

DAYAN MARINE OIL 50 SERIES are blended from high viscosity index base oils and additive technology
developed by DAYAN CO. It is particularly suitable for the new generation of highly rated, fuel efficient,
low speed marine diesel engines operating with higher pressures, higher temperatures and longer
strokes. DAYAN MARINE OIL 5040 & 5070 is Approved by all manufacturers of low speed crosshead diesel
engines.

Features and benefits

« Excellent Detergency

« Outstanding acid neutralization with high sulfur content
« Excellent anti wear property

+Very good antirust and corrosion inhibiting
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Application
Marine diesel engines with crosshead cylinder.

Storage and Handling

All packages should be stored under cover. Where outside storage is unavoidable drums should be laid
horizontally to avoid the possible ingress of water and damage to drum markings. Products should not
be stored above 60 °C, exposed to hot sun or freezing conditions.

The DAYAN trademark is registered and protected in Iran.

Technical Data

SAE Viscosity - - 50 50 50

Relative Density at 15°C g/ml ASTM D4052 0.9 0.9 0.9
Kinematic Viscosity at 100°C mm?/s ASTM D445 20 20 20

Viscosity Index - ASTM D2270 91 91 91

Total Base Number mg KOH/g | ASTM D2896 40 70 100
Flash Point °c ASTM D92 240 240 240
Pour Point °c ASTM D5985 9 9 9

Note:

1- The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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