DAYAN THERMIA OIL 100

Closed Heat-Transfer System Oil

DAYAN
Description

DAYAN THERMIA OIL 100 is a blend of high premium quality, highly refined, medium viscosity
index, naphthenic mineral oils ideally suited for use as a heat transfer fluid in indirect open and
closed heat transfer systems.

Features and benefits

« High thermal and oxidation stability
« Outstanding heat transfer properties
+ Non corrosive
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Application

« All thermal conductor sustem
« Natural gas suitting unit

Storage and Handling

All packages should be stored under cover. Where outside storage is unavoidable drums should
be laid horizontally to avoid the possible ingress of water and damage to drum markings.
Products should not be stored above 60°C, exposed to hot sun or freezing conditions. Based on
available information, this product is not expected to produce adverse effects on health when
used for the intended application. This product should not be used for purposes other than its
intended use. If disposing of used product, take care to protect the environment.

The DAYAN trademark is registered and protected in Iran.

Technical Data

C - Visual Amber

olour
Relative Density at 15°C g/ml ASTM D4052 0.85
Kinematic Viscosity at 40°C mm?/s ASTM D445 30
Kinematic Viscosity at 100°C mm?/s ASTM D445 5.1
Viscosity Index - ASTM D2270 96
Open Flash Point °c ASTM D92 220
Pour Point °c ASTM D97 -18
Ash ( Oxide) % m/m ISO 6245 <0.01
Note:

1- The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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