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Description

DAYAN MARINE OIL 3005 & 3008 & 4005 : Marine oils designed for the lubrication of low speed diesel
engines.

Features and benefits

- Good resistance to corrosion results in protection of metal surfaces from corrosion

« Good detergency keeps crankcases and under piston spaces clean and optimise efficiency

« Good air release & antifoam properties mean that air is released from the oil without foaming
« Good Oxidation stability combats thermal degradation of the oil and extends its useful life

+ Good water shedding properties mean that water can be easily removed by centrifuge

Application

« Low speed marine diesel engine crankcase and piston cooling systems

- Turbochargers, geared transmissions, oil lubricated stern tubes & deck machinery
li-l « All ancillary equipment requiring an SAE 30 & 40 oils

Storage and Handling

S DAYAN MARINE OIL 3005 & 3008 & 4005 are Unlikely to present any significant health or safety hazard
when properly used in the recommended application, and good standard of Industrial and personal
hygiene are maintained. Avoid contact with skin. Use impervious gloves with used oil. After skin contact,
wash immediately with soap and water. Take used oil to an authorized collection point. Do not discharge
into drains, soil or water.

The DAYAN trademark is registered and protected in Iran.

Technical Data

Test Units Method Marine Oil 3005  Marine Oil 3008 Marine Oil 4005

SAE Viscosity - - 30 30 40
Detergent Type - i Calcium Calcium Calcium
Relative Density at 15°C g/ml ASTM D4052 0.89 0.89 0.89
Kinematic Viscosity at 40°C mm?*/s ASTM D445 108 108 140
Kinematic Viscosity at 100°C mm?/s ASTM D445 11.4 11.4 14
Viscosity Index - ASTM D2270 91 91 96

Total Base Number mg KOH/g | ASTM D2896 5 8 5

Open Flash Point °c ASTM D92 230 230 230
Pour Point °c ASTM D5985 -21 -21 -15

Note:
1-The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.

Address: Unit 1, No.14, Edalat St., Yasaman Sq., Daneshjo Blvd., Velenjak, Tehran, Iran/ Tel: (+9821) 78 15 2000 Fax: (+9821) 88 56 4040
Info@dayanoilco.com www.dayanoilco.com



