DAYAN TURBINE OIL G SERIES

Industrial Steam and Gas Turbine Oil

DAYAN
Description

DAYAN TURBINE OIL G is based on synthetic base oil and special additives and has been developed to
meet the demands of the latest high efficiency turbine systems. Designed to offer outstanding, long
term performance under the most severe operating conditions DAYAN TURBINE OIL G will minimise
wear, deposit and sludge formation even under cyclic peak loading conditions.

Features and benefits

« Outstanding thermal and oxidation stability
« Excellent wear protection

« Excellent air release characteristics

« Excellent rust and crossion inhibitting
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Application
» Power and industrial heavy duty gas turbines
« Further industrial applications

Specification

+ ASTM 4304-13 Type |, 11 &I

+DIN 51515 Part 1 L-TDP & Part 2 L-TGP
+ JISK-2213 Type 2

+1SO 8068, L-TGF and L-TGSE

@ Storage and Handling

DAYAN Turbine Oil GT is Unlikely to present any significant health or safety hazard when properly used in
the recommended application, and good standard of Industrial and personal hygiene are maintained.
Avoid contact with skin. Use impervious gloves with used oil. After skin contact, wash immediately with

@@ soap and water.

The DAYAN trademark is registered and protected in Iran.

Technical Data

ISO Viscosity Grade - - 32 46
Relative Density at 15°C g/ml ASTM D4052 0.82 0.82
Kinematic Viscosity at 40°C mm?/s ASTM D445 32 46
Kinematic Viscosity at 100°C mm?/s ASTM D445 6.06 7.9
Viscosity Index - ASTM D2270 139 143
Colour ASTM D1500 0.5 0.5
Flash Point c® ASTM D92 232 255
Pour Point c® ASTM D5985 -42 -39
Total Asid Number mg KOH /g ASTM D974 0.15 0.1
Air Release, Minutes max ASTM D3427 2 2
Rust Control ASTM D665B Pass Pass
Oxidation Control Test —-RPVOT- minutes min ASTM D2272 1800 1800
Note:

1- The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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