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Description

DAYAN MARINE OIL S1 S 20W50 is an API CF engine oil intended for use in fourstroke diesel engines operating
with high-sulphur fuels, thus requiring an especially high TBN (TBN 50 ), and in particular running conditions.
It is specifically recommended for application in four-stroke diesel engines operating on poor quality, high
sulphur, residual fuels or frequently experiencing low temperatures in the piston-liner area.

Features and benefits

« High Detergency

« Excellent protection against acidity

- Oxidation Resistance

« Excellent Anti-wear Protection

« Excellent Anti-corrosion & Anti-rust Properties

Application
DAYAN MARINE OIL S1 S 20W50 is an engine oil intended for use in four stroke diesel engines operating
with high-sulphur and in particular running conditions.

Specification
« API CF

Product and environmental safety

DAYAN MARINE OIL S1 S 20W50 is Unlikely to present any significant health or safety hazard when
properly used in the recommended application, and good standard of Industrial and personal hygiene
are maintained. Avoid contact with skin. Use impervious gloves with used oil. After skin contact, wash

immediately with soap and water.
Take used oil to an authorized collection point. Do not discharge into drains, soil or water.

The DAYAN trademark is registered and protected in Iran.

Technical Data

Test Units Method Marine Oil S1 S 20W50
SAE Viscosity - - 20W50
Relative Density at 15°C g/ml ASTM D4052 0.89
Kinematic Viscosity at 100°C mm?/s ASTM D445 20
Viscosity Index - ASTM D2270 125
Total Base Number mg KOH/g ASTM D2896 50
Flash Point c ASTM D92 220
Pour Point c’ ASTM D5985 221
Note:

1-The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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