DAYAN MOULD OILR 32

Mould Oil for Steel Continues Casting Machine

Description
DAYAN MOULD OIL R 32 is based on special base oil which formulating to form a chemical-physical
separating film which prevents the adhesion between copper tubes and melted steel.

Features and benefits

« Easy and clean separation betwen copper tubes wall and melted steel
« Flawless steel surfaces

« Protection of tubes' wall against corrosion
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Application

« Excellent suitability for the preservation of copper formworks against humidity

« Temporary protection of steel tubes against corrosion

. Particularly suitable for manufacture of billet and blooms on continious casting machine. (CCM)

Storage and Handling

Based on available information, this product is not expected to produce adverse effects on health
when used for the intended application. This product should not be used for purposes other than its
intended use. If disposing of used product, take care to protect the environment.

The DAYAN trademark is registered and protected in Iran.

Technical Data

Colour - Visual Amber
Base Oil Type - - special base oil
Relative Density at 15°C g/ml ASTM D4052 08
Kinematic Viscosity at 40°C mm?/s ASTM D445 30
Kinematic Viscosity at 100°C mm?/s ASTM D445 5.1
Viscosity Index - ASTM D2270 99
Open Flash Point °c ASTM D92 >200
Pour Point °c ASTM D97 -18
Note:

1- The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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