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Description

DAYAN ROCK DRILL Qils are designed to provide outstanding protection to percussion rock drills.
Formulated with highly refined, high viscosity index, paraffinic base stocks and additives, DAYAN ROCK
DRILL Oils provide all of the performance characteristics expected of superior rock drill oil, including
excellent rust and corrosion protection.

Features and benefits

« Long equipment life; protecting the equipment against premature wear

+ Protection in wet environments

« Excellent antirust performance protects critical parts

« Outstanding extreme pressure performance withstands heavy shock loads typical of rock drill service

« High film strength

« Ability to absorb excess water and form a mayonnaise-type lubricant when 'wet air' or wet drilling
attachments are present

« Provide a suitable seal between piston and cylinder

« Preferentially adhere to metal surfaces and resist blow-off

[,

Application

DAYAN ROCK DRILL Oils areformulated to meet the critical lubrication demands of percussion rock drills.
Their superior extreme pressure performance provides protection for the rock drill piston, rifle bar and
nut against the heavy shock loads typical of rock drill service. The adhesiveness and emulsion tendency
of these oils provide a superior lubricant film on the drill's moving parts, which cannot be washed off by
incidental water that is common in the compressed air, which drives the piston.

Storage and Handling

Based on available information, this product is not expected to produce adverse effects on health when
used for the intended application. This product should not be used for purposes other than its intended
use. If disposing of used product, take care to protect the environment.

The DAYAN trademark is registered and protected in Iran.

Technical Data

Test Units Method 32 46 68 100 150 320
ISO Viscosity Grade - - 32 46 68 100 150 320
Relative Density at 15°C g/ml | ASTM D4052 0.86 0.87 0.88 0.88 0.88 0.90
Kinematic Viscosity at 40°C | mm?/s | ASTM D445 32 46 68 100 150 320
Kinematic Viscosity at 100°C | mm?/s |  ASTM D445 5.50 6.8 8.5 11 14.5 23.6
Viscosity Index - ASTM D2270 108 102 94 94 94 93
Flash Point °c ASTM D92 210 220 228 230 230 238
Pour Point °c ASTM D5985 -21 -21 -18 -18 -15 -12

Note:
1-The Typical characteristics are given as a guide only and may vary according to latest production according to ISO.
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